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NOTES:
1. WOOD FLOAT AND BRUSH FINISH ON ALL SURFACES ABOVE GRADE.

2. AT ALL CURB ENDINGS, PROVIDE SMOOTH TRANSITION DOWN TO PAVED
SURFACE.

3. PROVIDE 1/2" PREFORMED EXPANSION MATERIAL AT 20' ON CENTER AND AT ALL
CORNERS. SET EXPANSION MATERIAL 1/2" BELOW EXPOSED SURFACES AND SEAL
JOINT.

4. CONCRETE TO ACHIEVE 4,000 PSI STRENGTH AT 28 DAYS.
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Driveway Apron / Full Walk Without
Landscape Strip - Standard Duty

/

SECTION

CONCRETE TO ACHIEVE 4,000 P.S.I. STRENGTH AT 28 DAYS.

COMPACT SUBGRADE TO 95% MAXIMUM DENSITY IN ACCORDANCE WITH ASTM D698.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF PEDESTRIAN TRAVEL.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF VEHICULAR TRAVEL.
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VARIES, SEE PLAN

CONTRACTION JOINT EVERY 4'
SEE DETAIL ‘A’

PLAN

EXPANSION JOINT EVERY 20’
SEE DETAIL 'B' |
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NOTES:

IS |
DETAIL 'A'

1/2" PREFORMED EXPANSION

1. CONCRETE TO ACHIEVE 4,000 PSI STRENGTH AT 28 DAYS

2. COMPACT SUBGRADE TO 95% MAXIMUM DENSITY IN ACCORDANCE WITH ASTM D698.

3. APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF TRAVEL.

Concrete Sidewalk

@

SCALE: NTS
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DRIVEWAY WIDTH (SEE PLAN)

6" THICK CONCRETE

) DRIVEWAY APRON,
1/2" PREFORMED EXPANSION SEE NOTES 3 AND 4
/ MATERIAL, SEAL JOINT.
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SECTION

CONCRETE TO ACHIEVE 4,000 P.S.I. STRENGTH AT 28 DAYS.
COMPACT SUBGRADE TO 95% MAXIMUM DENSITY IN ACCORDANCE WITH ASTM D698.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF PEDESTRIAN TRAVEL.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF VEHICULAR TRAVEL.

Driveway Apron Without
Landscape Strip - Standard Duty
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DRIVEWAY WIDTH (SEE PLAN)

MATERIAL, SEAL JOINT.

6" THICK CONCRETE
DRIVEWAY APRON,
SEE NOTES 3 AND 4
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NOTES
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SECTION

CONCRETE TO ACHIEVE 4,000 P.S.I. STRENGTH AT 28 DAYS.

COMPACT SUBGRADE TO 95% MAXIMUM DENSITY IN ACCORDANCE WITH ASTM D698.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF PEDESTRIAN TRAVEL.
APPLY BROOM FINISH PERPENDICULAR TO DIRECTION OF VEHICULAR TRAVEL.

Driveway Apron With

Landscape Strip - Standard Duty
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